
SPECIFICATION

*

PRIMARY TESTS

SECONDARY TESTS METHOD

METHOD

Appearence Visual  Clear and Bright 

Urea, %(m/m) EN 22241-2 EK B/C 31.8  33.2

Density 20 °C, g/ml ISO 3675/ISO 12185 1.087  1.093

Refracting index 20 °C EN 22241-2 EK C 1.3814  1.3843

Alkalinity NH³ in terms of, %(m/m) EN 22241-2 EK D   0.2

Biuret Content, %(m/m) EN 22241-2 EK E   0.3

Aldehyde Content, mg/kg EN 22241-2 EK F   5

Unresolved Article, mg/kg EN 22241-2 EK G   20

Phosphate Content (PO4), mg/kg EN 22241-2 EK H   0.5 

MIN TYP

PERFORMANCE: IMeets ISO 22241-1 and DIN 70070 standards.
 
Adblue® is a registered trademark of VDA [Verband der Automobilindustrie e.V.]. AdBlue® is manufactured on VDA licensed 
equipment.

Product Name:

SPECIFICATIONPRODUCT SPECIFICATION

MAX

Calcium, mg/kg EN 22241-2 EK I   0.5

Iron, mg/kg EN 22241-2 EK I   0.5

Copper, mg/kg EN 22241-2 EK I   0.2

Zinc, mg/kg EN 22241-2 EK I   0.2

Chrome,  mg/kg EN 22241-2 EK I   0.2

Nickel, mg/kg EN 22241-2 EK I   0.2

Aluminium, mg/kg EN 22241-2 EK I   0.5

Magnesium, mg/kg EN 22241-2 EK I   0.5

Sodium, mg/kg EN 22241-2 EK I   0.5

Potassium, mg/kg EN 22241-2 EK I   0.5 
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